
IMPORTANT FEATURES

TUINFREES 
MOTOCULTEUR
BODENHACKE  
MOTOCULTOR

CULTIVATOR CULTIVATOR 
1500W1500W

POWXG72010

3
YEAR

WARRANTY
1500 

WATT

1 LOCK-ON BUTTON (CONTINUOUS USE) 
 VERGRENDELKNOP (VOOR CONTINU GEBRUIK)
 BOUTON DE VERROUILLAGE (USAGE CONTINU)
 VERRIEGELUNGSKNOPF (DAUERBETRIEB)
 BOTÓN DE BLOQUEO (USO CONTINUO)

2 CABLE RELIEF 
 TREKONTLASTING
 SERRE-CÂBLE 
 KABEL-ZUGENTLASTUNG
 SUJECIÓN PARA CABLE

3 6 KNIVES ( hard metal )  
 FREESMESSEN
 DENTS 
 ZINKEN
 DIENTES

4 STURDY GUIDING WHEELS 
 STEVIGE WIELEN
 ROUES ROBUSTES 
 STANDSICHERE RÄDER
 RUEDAS ROBUSTAS

3
4

450mm

STURDY WHEELS

HARD METAL KNIVES

BIKE HANDLE

220mm

450 mm
WIDTH

Max.
 220 mm

DEPTH

2

1
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Box (piece)

Our +50 years of experience guarantee a professional and high quality service.

This electric cultivator from Powerplus X gets the soil in 
your garden ready for planting. The 1500W garden tool is a 
perfect fit for smaller gardens. It is equipped with six knives 
and has a working width of 450mm, ideal for preparing your 
garden beds. The cultivator can be used to remove weeds 
or to mix fertiliser or compost into the soil. This way, your 
garden is ready for the season without you having to get your 
hands dirty. The soft grip and sturdy wheels enable you to 
work comfortably.

Clean the air vents after each use to prolong the lifetime of 
your cultivator. It is recommended to use the POWXG72010 
with an extra-long extension cord (not included), so that you 
are able to reach even the farthest corners of your garden.

CULTIVATOR 1500W
POWXG72010

TECHNICAL SPECIFICATIONS POWXG72010 Features Box content Symbols

Rated voltage - Frequency 230-240V~ 50Hz

• Cable relief

• 6 hard metal knives

• Sturdy wheels for guiding

1x cultivator

Power input 1500W 1x sturdy wheels

Rotation speed 409min-1 6x knives

Working width 450mm 1x manual

Working depth Max. 220mm

Tines 6

IPX4


